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NOTE:

WHERE EXISTING PAVEMENT CONTAINS REINFORCING, THE REPLACEMENT SHALL BE REINFORCED AND
DOWELED AS DIRECTED BY THE ENGINEER.

PORTLAND CEMENT CONCRETE SURFACE
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NOTES:

(1) WIDTH OF TYPE 1 & 2 CUL—DE—SACS TO CONFORM TO APPLICABLE
TYPICAL STREET CROSS SECTIONS.

(2) SEE SECTION 526.00 CUL—DE—SACS FOR LENGTH (L) REQUIREMENTS.

(3) R.O.W. LINES ARE TO BE PARALLEL TO AND OFFSET FROM THE CURB FACE
AND THE DISTANCE SHALL MATCH THE STREET SECTION DETAIL.

(4) R = 35" IN RESIDENTIAL AREAS AND R = 45" IN COMMERCIAL/INDUSTRIAL

AREAS.

The Town of orawinG TiTLe: CUL—DE—SACS
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CONNECT ENDS TOGETHER WITH
THRU RIVETS OR 10-24 x 1/2"
PANHEAD SCREWS WITH 2 WASHERS

USE WHEN SIGNS ARE
TO BE ADDED TO AN
EXISTING POST

AND NYLON LOCK NUTS (TYP 4 PLACES)

v 0
/ 0
1-3/4" SQUARE INSERT— 0

\6" INSERT INTO MAIN POST SECURED

2” SQUARE MAIN POST (NO EXTENSION
/ REQUIRED IF POST IS BEING INSTALLED)

STANDARD ORIENTATION:
NORTH—SOUTH STREETS ON TOP
EAST-WEST STREETS ON BOTTOM

ATTACH SIGNS WITH 5/16” x 2—1/2"
BOLTS AND NUTS (TYP 4 PLACES).
USE POP RIVETS WHEN AVAILABLE
TO REDUCE THE LIKELIHOOD

OF SIGNS BEING STOLEN

WITH THRU BOLT AND NUT (1 PLACE)

@——7'—0" GROUND CLEARANCE
FROM BOTTOM SIGN ON POST

The Town of orawine iiee: GROUND MOUNT STREET NAME
ERIE SIGN INSTALLATION
COLORADO
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SELECT MATERIAL OR %4 w|=
STABILIZED SUBGRADE 8

CLEAN GRAVEL
(MIN. 1/2” DIAMETER) |

MATERIAL 3 OF _{_
f

4" PERFORATED PIPE T M'N|
W/FILTER FABRIC SOCK
(PLACE PERFORATIONS DOWN)

4" PERFORATED UNDERDRAIN DETAIL

NOTES

CURB STOP TO BE A MIN OF 1’ BEHIND TRENCH.

PERFORATED DRAIN NEEDS TO DAYLIGHT INTO DRAINAGE SYSTEM.

PROVIDE PLUG ON UPSTREAM END OF PIPE.

PERFORATED PIPE SHALL FOLLOW ESTABLISHED GRADE AND HAVE POSITIVE FLOW.
THE NEED FOR UNDERDRAINS WILL BE DETERMINED BY SOILS TESTING.

WHERE THE BOTTOM OF SELECT MATERIAL IS GREATER THAN 4’ BELOW
PAVEMENT, THE UNDERDRAIN PIPE IS TO BE COINCIDENT WITH THE BOTTOM

OF SELECT MATERIAL AND THE TRENCH DEPTH AND BACKFILL QUANTITY

INCREASED ACCORDINGLY.

SRS

The Town of orawne e 4”7 PERFORATED UNDERDRAIN
E R I E DRAWING NUMBER: ST17
COLORADO DRAWNBY: D, JENKINS  APPROVEDBY:G, BEHLEN  DATE: 11/2007




w
(IRRIGATED RAISED MEDIAN)

Q\

WIDTH = W MINUS 1'-0"

SUBBASE

MATERIAL (TYP.)

CLEAN GRAVEL
(MIN. 1/2” DIAMETER)

—

(

ELEVATION OF BOTTOM /

OF SAND OR ROCK TO ,
CONFORM TO BOTTOM OF N '

CURB ELEVATION FILTER FABRIC 5 + &

1" MIN OVERLAP

_/
4” PERFORATED PIPE
W/FILTER FABRIC SOCK ~1" MIN— 27

(PLACE PERFORATIONS DOWN)

4" PERFORATED UNDERDRAIN
WITH SUBSURFACE MATERIAL

v

NON—PERFORATED ——
CLEANOUT RISER

S

45" SWEEP

PERFORATED PIPE ]:l: :]:[

45" SWEEP WYE

NOTES
1. PERFORATED DRAIN NEEDS TO DAYLIGHT INTO DRAINAGE SYSTEM.

2. CLEANOUTS SHALL BE SPACED A MAXIMUM OF 400’.
3. PERFORATED PIPE SHALL FOLLOW ESTABLISHED GRADE AND HAVE POSITIVE FLOW.

The Town of DRAWING TITLE: 4” PERFORATED
ERIE MEDIAN UNDERDRAIN
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/—EROSION CONTROL PAD

FASTENING BAND /DELINEATOR POST
2'

OUTLET PIPI—%

GALVANIZED 12 GAGE/
MIN, WIRE MESH,
1/2” x 1/2” OPENINGS,
OVER PIPE END

ANIMAL GUARD

<
WA
‘4&\//\\,/\\/// N

9” GROUTED RIPRAP OR
5 6” CONCRETE PRECAST OR
| . | , CLASS B CONCRETE

1"—6 | 6 ~—{

CAST—IN—-PLACE
OR OTHER APPROVED TREATMENTS

PROFILE

OUTLET PIPE
END TREATMENT
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R.O.W. WIDTH

| ROADWAY |

ROADWAY ¢
CURB /_ CURB
GUTTER ! GUTTER

STORM SEWER LINE LOCATED ON ROADWAY ¢

SANITARY SEWER LOCATED 10 FEET
SOUTH & EAST OF ROADWAY ¢

NOTE:

_
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NprrrzzZz7Z7Z7 7777777777777 771 ]
O

WATER LINE LOCATED 10 FEET
NORTH & WEST OF ROADWAY ¢

O

TYPICAL UTILITY LOCATIONS ON NORMAL ROADWAY

VERTICAL DEPTH LOCATION OF UTILITIES VARIES (REFER TO LATEST TOWN OF ERIE STANDARDS AND

SPECIFICATION FOR ALLOWABLE DEPTHS).

2. HORIZONTAL DIMENSIONS BASED ON € TO € OF VARIOUS PIPE UTILITY

3. UTILITY SEPERATION ALONG @ ROADWAY RADIAL ARC REVIEWED ON AN INDIVIDUAL PROJECT BASIS
(MUST MAINTAIN 10 FEET HORIZONTAL SEPERATION)

The Town of

COLORADO

orawine Timee: TYPJCAL STREET UTILITY LOCATION
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