DOUBLE STRAP SADDLE

10 O’CLOCK

NOTE:

NOTE: TAPS IN STAGGERED
CONFIGURATION AT 10 O’CLOCK
AND 2 O'CLOCK.

SECTION _A—A

SERVICE TAPS — WATER SERVICE TAPS SHALL BE MADE AT EITHER
THE 2 O'CLOCK OR THE 10 O’CLOCK POSITION ON THE CIRCUMFERENCE

OF A WATER MAIN.

THE MINIMUM DISTANCE BETWEEN A TAP MADE AT

THE 2 O'CLOCK POSITION AND THE ONE MADE AT THE 10 Q'CLOCK
POSITION SHALL BE 18—INCHES MEASURED ALONG THE PIPE. THE
MINIMUM DISTANCE BETWEEN SUCCESSIVE TAPS MADE EITHER AT THE
2 O'CLOCK OR THE 10 O'CLOCK POSITION SHALL BE 3—FEET. THE
MINIMUM DISTANCE FROM EITHER THE BELL OR THE SPIGOT END OF A
PIPE TO A TAP SHALL BE 2—-FEET. A MAXIMUM OF 4 WATER SERVICE
TAPS SHALL BE ALLOWED PER LENGTH OF PIPE. DOUBLE STRAP
SADDLE (ROMAC 202B OR APPROVED EQUAL) SHALL BE USED FOR

ALL SERVICE TAPS.

The Town of

FRIE

COLORADO

orawng Tiie: DOMESTIC WATER TAPPING DETAIL

DRAWING NUMBER: W 2 2

DRAWN BY: D. JENKINS APPROVED BY:G, BEHLEN DATE: 01/2010
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6" MIN. 6” MIN.
2500 P.S.l. TYPE V PIP(E) I§3ELL
CEMENT, CONCRETE .D.
VIBRATED IN PLACE SEE BAR SIZING 4 CLEAR.
AND LOCATION TABLE MIN. (TYP.)

REINFORCEMENT STEEL

PIPE I.D.

LONGITUDINAL BARS — LOCATION
4-NO. 4 BARS 1 EACH CORNER
4-NO. 4 BARS 1 EACH CORNER
8—NO. 4 BARS 3 EACH SIDE
8—NO. 4 BARS 3 EACH SIDE
8—NO. 4 BARS 3 EACH SIDE
8—NO. 4 BARS 3 EACH SIDE
12-NO. 4 BARS 4 EACH SIDE
12-NO. 4 BARS 4 EACH SIDE
12-NO. 4 BARS 4 EACH SIDE
12-NO. 4 BARS 4 EACH SIDE
12-NO. 4 BARS 4 EACH SIDE
16—NO. 4 BARS 5 EACH SIDE

NOTE.

THE DISTRICT SHALL REVIEW THIS DETAIL FOR USE ON A CASE BY CASE

BASIS. SPECIAL

ENCASEMENTS MAY BE REQUIRED AT CREEK CROSSINGS

AND CONDUIT CROSSINGS.

The Town of

ERIE

COLORADO

orawine TTLe: CONCRETE ENCASEMENT DETAIL

DRAWING NUMBER: W2 3

DRAWN BY: D, JENKINS APPrRoVEDBY:G, BEHLEN DATE: 01/2009




1" STEEL BAND

1/2" OF GROUT OVER
FOUR INCH BRICK
COURSE AT EACH
END OF CASING

HARNESS LUGS
WELDED TO CASING
BOTH ENDS

PUSH—ON SINGLE O
GASKET OR

MECHANICAL
JOINT DUCTILE

IRON CARRIER
PIPE

-------------- 2 GV TR

STEEL CASING PIPE
(SEE TABLE BELOW
FOR SIZE AND WALL
THICKNESS)

OVERALL PIPE
JOINT DIMENSION

CARRIER PIPE

\ \TIE RODS
REDWOOD RUNNER

AND CLAMPS
SLED DETAIL

STEEL CASING PIPE

1" STEEL BANDS
(3 PER SLED)

TREATED REDWOOD
RUNNER TYPICAL

NOTES:

1. RUNNER LENGTH TO BE
75% OF LAYING LENGTH.

2. HARNESS LUGS TO BE
INSULATED FROM D.I. PIPE.
PIPE CASING DETAIL

CARRIER PIPE CASING PIPE MINIMUM
NOMINAL DIA. MIN. 0.D MIN. RUNNER
- Vb WALL THICK SIZE
4" 12" 0.188” 2" x 4"
NOTES: ” ” ”» ” ”
== 6 16 0.250 2" x 4
1. NEOPRENE OR PVC RUNNERS . . - —
MAY BE USED AS AN 8 18 0.282 2" x 4
ALTERNATIVE TO TREATED pr 7o 0310 PYRT
i g o R
TO CONDUIT STANDARDS. 20” 32" 0.469" 2" x 6”

The Town of

ERIE

COLORADO

prawing TITLE: BORE

CASING DETAILS

DRAWING NUMBER: W24

DRAWN BY: D, JENKINS ArProvEDBY:G., BEHLEN DATE: 01/2009




COMPACTED
BACKFILL

NEW CLASS "B” BEDDING
HAND OR MACHINE TAMPED

COMPACTED
BACKFILL

' III/\ ! a\lll :\III /\/_{I \| I/
AP ' ' II\' 'I \I I//I//II
UNDISTURBED A WATER TIGHT FLEXIBLE COUPLING ', 2 ',V | UNDISTURBED
. CONFORMING TO ASTM C425 N
BEDDING e BANDED WITH TWO SERIES 300 A BEDDING
J o0 STAINLESS STEEL BANDS " A N\
$_ - N ) ’ ) A/
WHERE_APPLICABLE
EXISTING ”\ REPLACE EXISTING SEWER WITH DUCTILE IRON __ || EXISTING
SEWER J| 35 FUC Pt CONFORMING 16 'aSTM 53034 || SEWER
| UNDISTURBED e 7. TG R A m UNDISTURBED
BEDDING \/‘- \ :}\P NN NAMING oYY %/ " BEDDING
S S SIS SYSY, LS R R
3 KT
Oz UNDISTURBED SOIL
UNDISTURBED SOIL -|=
2’ MIN.
BOTH SIDES + WATER LINE
§/ CLEAN, SELECT SAND OR SQUEEGEE
ASNESL hedl
ANY SUBDRAIN UNDER THE SEWER
SHALL BE REPLACED SUCH THAT
NO FLOW SHALL ENTER THE
TOP OF WATERLINE WATER LINE TRENCH.
\¥
EDGE OF CLASS "B” CONCRETE
TRENCH A
A a N :
a R % g
A |A
N
——+
EXISTING 6" \.\/ 6"
SEWER MIN. MIN.

=

EXISTING SEWER

SECTION A—A

A<
SEWER CROSSING UNDER
WITH "D” LESS THAN 2’

NOTE:

ALL EXISTING SEWER D
MUST BE REPLACED WI

AMAGED DURING INSTALLATION
TH PVC PIPE.

The Town of

RIE

COLORADO

DRAWING NUMBER: W 2 5

DRAWING TITLE: CROSSING STORM AND
SANITARY SEWERS

DRAWNBY: D, JENKINS ArPPRoOVEDBY:(G., BEHLEN DATE 01/2009




* BEDDING TO SPRING LINE

*CLAY BACKFILL

95% COMPACTION 4——

EXISTING PIPE OR

OPEN DITCH ‘R

TOP OF BANK

IR

’?///

CLAY BACKFILL
95% COMPACTION

BEDDING

STABILIZATION
ROCK IF REQUIRED
TO ESTABLISH A
SOLID BASE

OF EXISTING PIPE

TOP OF BANK

1w

UNDISTURBED SOIL

LIMIT OF
EXCAVATION

PROPOSED
‘ PIPELINE

PIPE 0.D. + 24" FILTER FABRIC

MAXIMOM " (IF_STABILIZATION
MATERIAL IS USED)
AS REQUIRED BY ENGINEER.
SECTION
EXISTING PIPE
R 12'=0"
OPEN’ DITCH
MAXIMUM
NN L CLAY CUT—OFF
> " WALL (2 EA)

L —— CONCRETE CAP

(SEE PLAN &
, PROFILE FOR
<[z LENGTH)
PROPOSED Ny S
PIPELINE e P e “
—-Y—--—--—--—=CENTER ONE FULL PIPE LENGTH UNDER——--—--—-
CENTER OF DITCH
PROFILE
* USE CLAY BACKFILL ONLY WHEN CROSSING
OPEN DITCH. USE BEDDING MATERIAL TO
SPRING LINE OF EXISTING PIPE WHEN
CROSSING PIPE.
The Town of orawne Tite: DITCH OR PIPE CROSSING

ERIE

COLORADO

DRAWING NUMBER: W2 6

DRAWNBY: D. JENKINS AprPrRoOVEDBY:G, BEHLEN §E¥E: 01/2009









